
金単結晶基板上への構造制御ペロブスカイト薄膜の構築 
（お茶の水女子大院人間文化創成科 1）○高張 真美 1・近藤 敏啓 1 
Construction of Structure-Controlled Perovskite Thin Layer on Au Single-Crystal Substrate 
(1Graduate School of Humanities and Sciences, Ochanomizu University,) ○Mami Takahari,1 
Toshihiro Kondo1 

 
It is expected to use a perovskite crystal for the solar energy conversion devices, because of 

its strong absorption in a wide range of visible light1). In order to construct the atomically 
structure-controlled MAPbBr3 (MA = CH3NH3

+) perovskite thin layer on the solid substrate, in 
the present study, the gold single-crystal substrate, the self-assembled monolayer, and the layer-
by-layer immersion technique were employed as a substrate, a linker layer between the 
substrate and the perovskite layer, and a preparation method, respectively. As a result, we 
succeeded to construct the structure-controlled MAPbBr3 perovskite thin layer on the gold 
single-crystal surface.  
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可視領域の広い範囲の光を吸収するペロブスカイト結晶を用いた光電変換デバイ

スの構築が注目を集めている 1)。その高効率化のためには、ペロブスカイト結晶構造

を維持しつつ固体基板との接合を原子レベルで制御することが重要である。本研究

では、構築するペロブスカイト結晶

と同じ４回対称の表面原子配列を持

つ Au(100)単結晶基板上に、末端にカ

チオン性のアミノ基を有する 4-ATP
（4-Aminothiophenol）分子の自己組織

化 単 分 子 層 （ Self-Assembled 
Monolayer; SAM）を介し、交互浸漬法

を 利 用 し て 、 MAPbBr3 （ MA = 
CH3NH3

+）ペロブスカイト薄膜を構築

した。その結果、構築したペロブスカ

イト薄膜が、用いた金基板と同じ方

向に配向性を有していることを、走

査 型 ト ン ネ ル 顕 微 鏡 （ Scanning 
Tunneling Microscopy; STM）と斜入射

表面Ｘ線回折（ Grazing Incidence 
Surface X-ray Diffraction; GISXRD）法

によって証明できた（Fig. 1）2)。 
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Figure 1 構築したペロブスカイト薄膜の
GISXRDプロファイル．(a) 面外(100)
方向スキャン、(b) 面内(001)方向スキ
ャン、(c) 面内(011)方向スキャン．(d)
は、別途合成した MAPbBr3 粉末の
XRDプロファイル． 
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