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The coordination addition polymerization of norbornene and its derivatives produces 

polymers containing saturated hydrocarbon-based rigid cyclic skeletons which exhibit 

excellent thermal stability and optical properties. Various functional materials for diverse 

applications are also expected to be produced by the polymerization of monomers possessing 

appropriate functional groups. Herein, nickel-based catalysts that are highly active for allene 

polymerizations were optimized further to the polymerization of norbornene and its derivatives 

to find out their excellent polymerization activities. 
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ノルボルネンの付加重合では、剛直な環状骨格をもち、耐熱性や光学特性に優れた

飽和炭化水素からなる高分子が得られる。また、適切な機能団を付与したモノマーを

用いると、機能性高分子材料の構築と応用が期待できる。今回、アレン類に対して高

い重合活性をもつ 2,6-ジヒドロキシ安息香酸を配位子に有するニッケル触媒をもと

に触媒設計を行い、ノルボルネンおよびその誘導体の重合を検討したので報告する。 

例えば、Ni(cod)2 に 2,6-ジヒドロキシ安息香酸を加え、室温で数分撹拌後、トリチル 

テトラキス（ペンタフルオロフェニル）ボレート（[(C6H5)3C+][B(C6F5)4
-]）（1.2 当量）

を加えた後、ノルボルネン（150 当量）を加え、室温で 1 日間重合を行い、メタノー

ルに再沈殿を行ったところ、収率 94％でポリマー（Mn = 9600, Mw/Mn = 2.2）が得られ

ることが分かった。本発表では、詳細な重合挙動、各種置換ノルボルネンや共役ジエ

ン類の重合を行った結果などについても併せて報告する。 
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