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LaNbON2 has an absorption edge wavelength near 700 nm. However, high photocatalytic 

activity was not obtained due to structural changes and reduction of Nb during the nitridation. 

In this study, LaNbON2 was synthesized by nitriding perovskite-type precursor oxides 

containing volatile Na and Zn components to enhance the photocatalytic oxygen evolution. In 

addition, the effect of miniaturization of the precursor oxide was investigated. A precursor 

mainly composed of perovskite-type oxides was obtained by a flux method, although the size 

of some particles was greater than 5 µm. The precursor oxide was miniaturized to 3 µm or less 

while maintaining its crystal structure by planetary ball milling. After the miniaturization, 

LaNbON2 was obtained by nitridation for 2 h as the major product, which exhibited the 

absorption edge of about 700 nm and visible light activity. This indicates that ball milling of 

the precursor oxide can effectively shorten the nitridation of the precursor oxide into LaNbON2. 
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LaNbON2は 700 nm 付近に吸収端波長をもつが、窒化時に構造変化や Nb の還元が

起こりやすく、高い光触媒活性は得られていない 1)。類似した結晶構造を持つ

BaTaO2N では、揮発性のナトリウム及び亜鉛を含

有するペロブスカイト型の酸化物を出発原料に用

いると、硝酸銀水溶液からの酸素生成反応活性が

向上することが報告されている 2)。そこで、本研究

ではナトリウムと亜鉛を含有する酸化物を窒化し

て LaNbON2を合成し、酸素生成活性の向上を図っ

た。さらに、前駆体酸化物を遊星ボールミル（BM）

処理により微細化する効果を検討した。 

 フラックス法によりペロブスカイト型の酸化物

を主相とした前駆体が得られたが、粒径が 5 µm以

上の粒子も観察された。この前駆体酸化物を BM

処理すると、結晶構造を維持したまま 3 µm以下に

微細化された。微細化により、2時間の窒化で吸収

端を 700 nm付近に有する LaNbON2が主相として

得られ（図 1）、酸素生成活性も確認された。した

がって、前駆体酸化物の BM 処理は窒化の迅速化

に有効であると考えられる。 
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図 1 ペロブスカイト型酸化

物前駆体を窒化して得た

LaNbON2 の XRD パターン。

遊星ボールミル：(a) なし、(b) 

あり。△：LaNbO4、▲：La3NbO7、

※:前駆体酸化物 
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