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We have developed a supramolecular adhesive based on a non-hydrogen bonding 
interaction by introducing multiple cyanobiphenyl moieties into a triphenylene dimer. 
This adhesive exhibited a high shear strength of approximately 6 MPa when it was 
sandwiched by glass substrates. In this presentation, the mechanism of high adhesive 
strength will be discussed based on X-ray diffractometry, diffuse reflectance 
spectroscopy, and the comparison with a reference compound bearing no 
cyanobiphenyl moiety.  
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超分子接着材料[1,2]は刺激応答性やリワーク性などの動的な性質から大きな注目を

集めている。一方で、超分子ポリマーの多くは構造構築に水素結合を利用しているた

め、吸湿性が問題となることが指摘されている[3]。そこで本研究では、電子豊富なト

リフェニレン二量体に電子不足のシアノビフェニル部位を複数導入する分子設計に

よって，非水素結合性の相互作用に基づいた新しい超分子接着材料を開発した。本材

料は、高温（約 130 °C）では液晶状態で Smectic A 相を示し，室温ではアルカリ処理

したガラス基板に対し約 6 MPa の高いせん断応力を示した。本発表では，高い接着力

の発現機構について，X 線回折法や拡散反射法にもとづく構造解析，およびシアノビ

フェニル部位をもたない参照化合物との比較などから議論する。 
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