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Development of circularly polarized organic light emitting diode (CP-OLED) has attracted 

much attention because of their potential application to chiral optical technologies. We have 

currently been studying circular polarized luminescence from mixed thin films composed of 

achiral luminescent polymer, polyfluorene derivative (PFO) and chiral perylenediimide 

derivatives (BPP) and revealed that the mixed thin films emitted CPL at the wavelength of 

fluorescence of PFO. But the CPL from OLED based on the PFO-BPP mixed thin films as 

light-emitting layer (EML) has not observed. In this study, we investigated the thickness 

dependence of EML and utilizing an electron transport layer.  
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円偏光を発光する有機 ELデバイス（CP-OLED）は、3-Dディスプレイや光情報通

信への応用の観点から開発研究が盛んに行われている 1)。当研究室では不斉を持たな

い発光性ポリマーであるポリフルオレン誘導体(PFO)とキラルなペリレンジイミド誘

導体(BPP)からなる薄膜の円偏光特性(CPL)についての研究を行っている。PFO:BPP混

合薄膜は PFOの発光波長に CPLを示すことを明らかにしているが、PFO:BPP を発光

層に用いた OLEDでは CPELが観測されていない 2)。今回、発光層の膜厚の検討と電

子輸送層の挿入によるデバイスの高機能化を検討し、CPELの測定を行い、得られた

結果について考察したので報告する。 
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