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In this study, we reported the development of an external magnetic field-driven organic light-

emitting diode (OLED) circularly polarised electroluminescence (CPEL) by incorporating 
achiral phosphorescent organic platinum(II) luminophores in the emission layer. In this 
magnetic circularly polarised organic light-emitting diode (MCP-OLED) system, by the 
concentration of achiral organic platinum(II) luminophores in the emission layer CPEL was 
successfully tuned. We also controlled the CPEL inversion by switching the Faraday 
configuration of the applied magnetic field.  
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当研究室では、これまでにアキラルな白金錯体(Pt-1)に外

部磁場を印加することにより、磁気円偏光発光(MCPL)特性

の発現に成功している。1) 
本研究では、円偏光有機発光ダイオード(CP-OLED)の開発

を指向し、発光層へ MCPL 特性を備えた白金錯体 Pt-1 を含

有させた有機 EL デバイスを開発し、磁気円偏光電界発光

(MCPEL)の発現について検討した。 
発光層における発光層ホストの割合を変化させることで、

発光色を変化させることを試みた。その結果、発光層の Pt-1
錯体の割合を増加させることにより、発光色は青緑色から橙

色へ変化し、極大 MCPEL 波長(λMCPEL)は 530 nm 付近から

600 nm 付近へと長波長シフトを観測した(Fig. 1)。また、異方

性因子(|gMCPEL|)は、Pt-1 錯体の割合が大きいほど増加した。 
以上、単一発光体による濃度依存 MCP-OLED の開発に成

功した。 

1) Chem. Asian. J., 2021, 16, 926-930. Chem. Lett., 2021, 
50, 1131-1141. 

 
 
 
 

 

Fig. 1 MCPEL(upper) and 
MEL(lower) spectra of Pt 
devices (emission layer host/Pt-
1 = 100/0-70/30, wt/wt) under  
magnetic fields. 

Pt-1 

P1-1vn-20 日本化学会 第103春季年会 (2023)

© The Chemical Society of Japan - P1-1vn-20 -


	白金錯体による磁気円偏光有機発光ダイオード
	(MCP-OLED)の開発

